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Standard Replacement

	Range	 Part No.	 Pack	 Qty.	 Light	 Kelvin	 Watts	 Base	 ECE/ADR

	12V BlueVision Ultra	 9006BVUB1	 Blister	 1	 White	 4000K	 51W	 P22d	 HB4
	12V BlueVision Ultra	 9006BVUSM	 Twin	 2	 White	 4000K	 51W	 P22d	 HB4
	12V CrystalVision	 9006CVB1	 Blister	 1	 White	 4300K	 51W	 P22d	 -
	12V CrystalVision	 9006CVSM	 Twin	 2	 White	 4300K	 51W	 P22d	 -
	12V DiamondVision	 9006DVB1	 Blister	 1	 White/Blue	 5000K	 51W	 P22d	 -
	12V DiamondVision	 9006DVS2	 Twin	 2	 White/Blue	 5000K	 51W	 P22d	 -

	Range	 Part No.	 Pack	 Qty.	 Light	 Kelvin	 Watts	 Base	 ECE/ADR

	12V X-tremeVision	 9006XVB1	 Blister	 1	 +100%	 3700K	 51W	 P22d	 HB4
	12V X-tremeVision	 9006XVSM	 Twin	 2	 +100%	 3700K	 51W	 P22d	 HB4

	Range	 Part No.	 Pack	 Qty.	 Watts	 Base	 ECE/ADR

	12V Standard	 9006PR	 Box	 1	 51W	 P22d	 HB4
	12V Standard	 9006PRB1	 Blister	 1	 51W	 P22d	 HB4

	Range	 Part No.	 Pack	 Qty.	 Watts	 Base	 ECE/ADR

	12V Essential Power-Rally	 12358	 Box	 1	 70W	 P22d	 -
	12V Essential Power-Rally	 12358B1	 Blister	 1	 70W	 P22d	 -

Headlight




